
LED Digital Touch Controls
Electronic controls with a orange LED 

indicator to show the current speed.

Double Filters
Increase the capture area and decrease con-
taimants in the cooking area

LED bulbs
Low consumption 1 watt LED bulbs with 
2 levels, light up your cooking but use 
very little energy

Perimetric Filter System
Glass panel increases efficiency and

decreases noise levels  

COCKTAIL  ICONIC WALL RANGE HOOD

A SLEEK  ANGLED BLACK GLASS WALL HOOD.  The Cocktail wall hood features a stylish angled 2 layer black glass panel with state of the art 
behind the glass controls and the innovative perimetric suction system to decrease sound and improve efficiency.  

Model # Size / Color Motor Class (CFM) Sound Levels (sones)

CTAL31BK300-B 31 Black Glass 300 CFM 2.0 - 4.0 sones

CTAL36BK300-B 36 Black Glass 300 CFM 2.0 - 4.0 sones

AVAILABLE MODELS

KEY FEATURES



# FILTER1–  
Charcoal Filter Kit
High quality charcoal filter for use 
when recirculating the air back into 
the kitchen. Filters out odor and 
should be replaced every 6 months

# CHIM1 –  
Chimney Extension Kit
Stainless steel upper and lower sections 
which reach up to a 9 1/2' ceiling. 

PERFORMANCE

SPECIFICATIONS DIMENSIONS

SPEED 1 2 3 BOOST
CFM 100 200 250 300

Sones 2.0 3.0 3.5 4

ACCESSORIES

COCKTAIL  ICONIC WALL RANGE HOOD

Overall (shown with ductless grille)

Side

CHIM 1

convertible to ductless / 
recirculating yes – kit sold separately

"panel" width | height 31 7/16 or 35 6/16 w | 9/11/16" h

ceiling min/max  with chimney kit reaches up to 8 -  9 1/2' ceilings

controls under glass 4 speed LED digital touch control

lighting 2 x 1 (w) LED - two level

ducting top/direct rear vent 6" round top or back venting

grease filters dishwasher safe mesh

10 minute intensive speed yes

30 minute auto shut off yes

AC power 149 watts / 1.24 amps

# FILTER1LL –  
Long Lasting Charcoal Filter Kit
New washable charcoal filter can be 
recharged and washed up to 8 times. For 
use when recirculating the air back into 
the kitchen. Filters out odor and can last 
up to 4 years.
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WARNING! Product specifications are subject to change without 
notification. Consult the installation instructions before you begin 
installing this range hood. * Check local make up air codes for 
guidelines.


