
A BEAUTIFUL WALL CANOPY WITH ADVANCED FEATURES 

The streamlined Diamante hood offers an attractive alternative to other canopy 
hoods. This powerful, easy-to-install hood was built to perform, with diamond-cut 
corners – a stunning detail set to make any kitchen shine.

AVAILABLE MODELS
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THE STREAMLINED 
DIAMANTE HOOD OFFERS AN 
ATTRACTIVE ALTERNATIVE 
TO OTHER CANOPY HOODS. 
THIS POWERFUL, EASY-TO-
INSTALL HOOD WAS BUILT TO 
PERFORM, WITH DIAMOND-
CUT CORNERS – A STUNNING 
DETAIL SET TO MAKE ANY 
KITCHEN SHINE.

Model # FUN # Size / Color Motor Class (CFM)

DIAM30SS 110.0180.104 30ʺ Stainless Steel 600 CFM PRO

DIAM36SS 110.0180.105 36ʺ Stainless Steel 600 CFM PRO
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DUCTED INSTALLATION  DIMENSIONS

The Diamante chimneys are adjustable and 
designed to meet varying ceiling heights as 
indicated in FIGURE 4A. The chimneys can 
be adjusted for ceilings between 7' 5 3/4" and 
8' 10 3/4" depending on the distance between 
the bottom of the hood and the cooktop
(distance x).

Forshorterceilings,havethechimneycover(s)
cut at a sheet metal shop. For higher ceiling 
installations, the High Ceiling Chimney Kit
includes a new 40” upper chimney which would
replace the 16 1/8” upper chimney that came 
with the hood.

Note: If 24" or 30" High Backsplash is being 
installed, the distance between the bottom 
of the hood and the cooktop (DISTANCE X 
IN FIGURE 4A) is equal to the height of the 
Backsplash.

(vented to the outside)
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upper 
chimney 

cover

lower 
chimney 

cover

canopy

x = distance from hood to cooktop
(varies depending on installation)
min - 24”, suggested max - 30”

cabinet base

5 1/8” min
16 1/8” max

21 1/4”

3 3/8”

36”

22"

x
also consult cooktop

manufacturer's recommendation

(vented to the outside)

FIGURE 4A DUCTED INSTALLATIONS

min & max ceiling height examples

x = 30"
min

7' 11 3/4"
max

8' 10 3/4"

x = 28"
min

7' 9 3/4"
max

8' 8 3/4"

x = 26"
min

7' 7 3/4"
max

8' 6 3/4"

x = 24"
min

7' 5 3/4"
max

8' 4 3/4"

FRONT VIEW
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 DIMENSIONAL DRAWINGS

MODEL FUN # SIZE/MATERIAL MOTOR CLASS

DIAM30SS 110.0180.104 30ʺ Stainless Steel 600 CFM PRO

DIAM36SS 110.0180.105 36ʺ Stainless Steel 600 CFM PRO

Rev4 123

DIAMANTE

FEATURES

Dimensions

Ceiling Height 
 
 
Canopy Depth-
Height

Min 24ʺ OFF - 9' 43/8ʺ 
Max 30ʺ OFF - 10' 85/8ʺ ʺ 

22ʺ D x 3 3/8ʺ H

Ducting

Type

Duct Size

Ducted/ Ductless 
with DUCTDIAM

Top 6ʺ Round

Lighting

Type
 
# of Bulbs

Halogen 
 
Two -20 Watt - 2 Level 

on 30ʺ 

Three - 20 Watt - 2 Level 

on 36ʺ
Grease Filters

Filter Type
 
Dishwasher Safe

Stainless Steel Baffle
 
Yes

Easy Cube 
Mounting

Yes

PERFORMANCE

Motor

No. of Fan Speeds

Motor Class

4

PRO 600
Metal Impellers

Display

Controls

Intensive Speed

Delay Shut-off

Digital LED

10 Minutes

30 Minutes

Other

ADA Compliant

Fixed Wiring Box
 

No

Included

ACCESSORIES (sold separately)

HIGHDIAM
High Ceiling Kit to 10' 8ʺ

DUCTDIAM
Ductless Conversion Kit

FILTER2
Replacement Charcoal 
Filter

CFMRED
CFM Reducer Kit 300 CFM

CFMRED2
CFM Reducer Kit 400 CFM

MUDAMPER6
6ʺ Make-up Air Kit

MUDAMPER8
8ʺ Make-up Air Kit


